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Double row spherical roller bearings
Spherical roller bearing, with central rib on inner ring, 2-part machined cage centred on inner ring, groove and lubrication
holes on outer ring, tapered bore 1:12

Product definition
d 35.4331 "
D 38.5827 "
B 9.0551 "
rs min 0.2953 "
Number of lubrication holes 8
b 1.2992 "
k 0.7874 "
Associated sleeve reference H30/670
e 0.22
Y1 3.07
Y2 4.57
Y0 3
Radial clearance class C4
Brand NTN

Product performance
Dynamic load, C 6,550 kN
Static load, C0 14,600 kN
Fatigue limit load, Cu 1,000 kN
Nlim 520 RPM
Min operating temperature, Tmin −40 °C
Max operating temperature, Tmax 302 °C
Characteristic cage frequency, FTF 0.46 Hz
Characteristic rolling element frequency,
BSF

11.13 Hz

Characteristic outer ring frequency, BPF0 13.22 Hz
Characteristic inner ring frequency, BPFI 15.78 Hz

Abutment dimensions
da min 36.5354 "
db min 27.3622 "
Ce min 0.8661 "
Da max 37.4803 "
ra max 0.2362 "

NTN-SNR ROULEMENTS – www.ntn-snr.com
1 rue des Usines – 74010 Annecy Cedex – France – Tel. +33 (0)4 50 65 30 00
S.A. au capital de 123 599 542 € - RCS ANNECY B 325 821 072 – Id. Fiscale : FR 48 325 821 072 – SIRET 325 821 072 00015 –
Code APE 2815 Z – Code NACE 28.15



Calculation factors
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